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TD 2015 Turntable

Operation manual

Drive System belt-drive (square belt around platter rim)

Motor electronically controlled synchronous AC motor

Speeds 33-1/3, 45 rpm

Speed Select electronically

Platter 12” / 3.7 kg (aluminium)

Tonearm THORENS TP 92
SME 309 (optional)
SME M2-9 (optional)
other tonearms upon request

Pick-up Cartridge –

Anti-skating (Bias) by magnet (TP 92)

Automatic Shut-off –

Power Supply PS 800 electronic control unit with country-specified mains adaptor
(115-230 V / 50-60 Hz depending on type)

Dimensions 420 x 140 x 330 mm (W x H x D)

Weight 11.0 kg

Finish clear acrylic plinth

Scope of Delivery mains adapter w. power cord, stylus gauge, cotton gloves, operating instructions
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TD 2035 Turntable

Operation manual

Drive System belt-drive (square belt around platter rim)

Motor electronically controlled synchronous AC motor

Speeds 33-1/3, 45 rpm

Speed Select electronic

Platter 12” / 6.0 kg (aluminium)

Tonearm THORENS TP 92
SME 309 (optional)
SME M2-9 (optional)
other tonearms upon request

Pick-up Cartridge –

Anti-skating (Bias) by magnet (TP 92)

Automatic Shut-off –

Power Supply PS 800 electronic control unit with country-specified mains adaptor
(115-230 V / 50-60 Hz depending on type)

Dimensions 420 x 160 x 330 mm (W x H x D)

Weight 15.0 kg

Finish acrylic plinth in white, blue, red, yellow or black (sandwich construction)

Scope of Delivery mains adapter w. power cord, stylus gauge, cotton gloves, operating instructions
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